2100 Byberry Road

DISSOLVED GAS ANALYSIS

Huntingdon Valley PA 1900¢

SERIAL # 0326000593 MFR. SIEMENS ACCOUNT
BANK/PH 3 KV 4.160/2.4 REPORT # 5652683
TANK Transformer KVA 5,000 CONTROL # 224265
BREATHING SEAL % IMP. (% Z) 6.46 RECEIVED 3/19/2009
ATTN FLUID LFH CONTAINER _S466 REPORTED 3/26/2009
P.O. # C080853 GALLONS 992 PROJECTID _ABINGTON HOSF CUSTOMER ID
LOCATION _Abington Hospital SUBSTATION POSITION
ASTM D-3612 LAB CONTROL NUMBER 224265 224265
REPORT UNITS: PPM DATE SAMPLED 3/19/2009 3/19/2009
ACTI REPORT NUMBER 5652683
0 OIL TEMP (C) 0
wn HYDROGEN (H2) 5
Z METHANE (CH4) 7
<Zt ETHANE (C2H6) 2
< ETHYLENE (C2H4) 2
2 ACETYLENE (C2H2) 0
o CARBON MONOXIDE (CO) 224
a CARBON DIOXIDE (CO2) 817
3 NITROGEN (N2) 43,283
8 OXYGEN (02) 1,927
2} TOTAL GAS 46,267
e TOTAL COMBUSTIBLE GAS 240
EQUIVALENT TCG PERCENT 0.3888
D-1533B MOISTURE IN OIL (ppm) 13
% SATURATION AT TOP OIL TEMP
D-971 INTERFACIAL TENSION (dynes/cm) 44.9
> | D-974 ACID NUMBER (mg KOH/g) 0.011
HJJ D-1500 COLOR NUMBER (RELATIVE) L1.5
X | D-1524 VISUAL EXAM (RELATIVE) Clear
8) D-1524 SEDIMENT EXAM (RELATIVE)
= | D877 DIELECTRIC BREAKDOWN (kVv) 49
o D-1816 DIELECTRIC BREAKDOWN (kV mm-C)
D-924 POWER FACTOR-25 (%)
D-924 POWER FACTOR-100C (%)
D-1298 SPECIFIC GRAVITY (RELATIVE) 0.864
8 40 CFR 761 PCB ANALYSIS (ppm)
[N AROCLOR
DGA KEY GAS / INTERPRETIVE METHOD [ Hydrogen within condition 1 limits (100 ppm).
(Most Recent Sample)
Ethylene within condition 1 limits (50 ppm).
Acetylene within condition 1 limits (2 ppm).
Carbon Monoxide within condition 1 limits (350 ppm).
0 Overall equipment condition code: 1.
Q
5 DGA ROGERS RATIO METHOD J Analyzed gasses do not exceed warning thresholds. Rogers Ratios do not apply.
g DGA CELLULOSE (PAPER) INSULATION j CO2/CO Ratio not applicable - neither gas exceeds its limit.
o DGA IEEE/ANSI (C57.104-1991) | A-Retest Annually.
<5': (Two most recent samples) 1-Continue normal monitoring.
MOISTURE IN OIL } Acceptable for in-service oil (35 ppm max).
INTERFACIAL TENSION [ Acceptable for in-service oil (24 dynes/cm min).
ACID NUMBER J Acceptable for in-service oil (0.2 mg KOH/g max).
COLOR NUMBER, VISUAL, AND SEDIMENT
DIELECTRIC BREAKDOWN J Acceptable for in-service oil (24 kv min).
POWER FACTOR
PCB J 0 - 50 PPM - NON-PCB, 50 - 500 PPM PCB CONTAMINATED, > 500 PPM - PCB
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